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; ! ! | AS SHOWN.
' i [ I LAYOUT SAME FOR OPPOSITE SIDE
S ! [ ! OF MEDIAN BUT IN OPPOSITE DIRECTION.
L VARIES | vamies | VARIES | @ FLARE RATE SHALL BE IN ACCORDANCE WITH
DESIGN SPEED AS SHOWN ON SHEET 2 OF 9,
$TD. PLAN GR-200.
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X 9, STD. P R-2 STEEL POST AR
REQUIRED AT FOOTING LOCATIONS. [T EDGE OF PAVEMENT
TRAFFIC
GUARD RAIL_FOR MEDIAN OBSTACLE @
THIS LENGTH SHALL BE DETERMINED BY THE TOTAL LENGTH OF NEED y —— c
GUARD RAIL (X) PLUS 12'-8" REQUIRED FOR THE OPPOSING TRAFFIC MINUS |5'-0" (WHEN "K" = L)
{Lc = CLEAR ZONE DISTANCE)
LENGTH OF NEED (X} ) 12'-6" 10-0"
25'-0" l MIN.
VARIES {DOUBLE THRIE BEAM} 704-01-C VARIES GUARD RAIL END TREATMENT
704-03 (FLARED) 704-11-A
VARIES 6-3" VARIES 6 EQ. SPA. = 18-9" 8-3" @ TRAFFIC EDGE OF PAVEMENT
704-03 [ POST SPA. NOT TO EXCEED @ F
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AS DIRECTED BY THE PROJECT

/ .
INCIDENTAL CONCRETE PAVING (4" THICK)
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(TYP. AT BOTH ENDS)

EDGE OF PAVEMENTA

NOTES:

IDEAL LOCATION FOR GUARDRAIL: GUARDRAIL SHALL BE PLACED AS FAR AWAY FROM TRAFFIC AS POSSIBLE
BUT NO CLOSER THAN 2'-0" FROM THE OBSTACLE AS SHOWN.

THE DETAILS SHOWN ON THIS SHEET ARE FOR USE ON FREEWAYS. FOR OTHER CASES, SINGLE THRIE

BEAM WITH 3'-1!5" POST SPACING MAY REPLACE THE DOUBLE THRIE BEAM UNLESS THE 2'-0" MIN. CANNOT

BE PROVIDED. THE SINGLE THRIE BEAM WITH 3™-1!2" POST SPACING SHALL BE PAID FOR UNDER ITEM 704-01-A.

FOR CLEARANCES OF MORE THAN 5§-0" ITEMS 704-01-C MAY BE REPLACED BY ITEM 704-0|-B
WHICH IS A SINGLE THRIE BEAM WITH 6'-3" POST SPACING. THE 25'-0" TRANSITION MAY BE ELIMINATED.

FOR CLEAR ZONE DISTANCE (L¢) SEE TABLE |, SHEET 2 OF 9, STD. PLAN GR-200

*INCIDENTAL CONCRETE PAVING {4" THICK) TO BE PAID FOR UNDER ITEM 706-03-A, PER SQ. YARD.
THE INCIDENTAL CONCRETE WILL BE USED ON THE PROJECT ONLY IF A QUANTITY & PAY ITEM ARE
SHOWN ON THE SUMMARY OF ESTIMATED QUANTITIES.

THIS STANDARD SHALL BE USED !N CONJUNCTION WITH STANDARD PLAN GR-200
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